
Pipet t ing  A ids

Exceptional control.

Pipetting aids from BRAND excel by their 

comfortable grips, superior control, light 

weight and rugged reliability:

 accu-jet® pro

 macro

 micro

 micro-classic

Comfort grip. Easy to use.



I

 info@brand.de70

Liquid Handling

Specifications

 Weight: 190 g

 Operating and charging temperature: 
 +10 °C to + 35 °C

 Pipetting speed: 
50 ml in less than 10 seconds

 For glass and plastic pipettes 
from 0.1 to 200 ml

 Approx. eight hours of continuous  
pipetting (with a 10 ml pipette) 
without recharging

 Battery pack: 
NiMH battery 2.4 V / 700 mAh

Comfortable

Ergonomic handgrip, weight 
only 190 g, perfectly balanced 
design – for fatigue-free 
pipetting even in prolonged 
operations.

Powerful and quiet

At maximum motor speed, a 
50 ml pipette is filled in less 
than 10 seconds. Now that’s 
fast! Motor and pump operate 
quietly and with very low vibra-
tion. The longer you use it, the 
more you will appreciate it.

Power to spare

No need to worry about having 
enough battery power left to 
finish your series. A flashing 
LED light will alert you approx. 
two hours in advance.

accu-jet® pro

Recharging-indicator (LED)

Battery compartment cover

Mode selection
(gravity-delivery/blow-out)

Pipetting 
buttons  

Variable motor speed

Direct exhaust of liquid 
vapors protects against 

corrosion to ensure 
long instrument life.

Pipette adapter firmly holds 
pipettes from 0.1 to 200 ml.  
The safety valve and 0.2 μm 
hydrophobic membrane filter 

provide double protection 
against fluid penetration.

Sensitive

With accu-jet® pro pipette 
controller, you have continu-
ously variable speed control 
using just two buttons. In 
addition, you can select your 
preferred maximum motor 
speed to improve sensitivity 
and control with low-volume 
pipettes.

A Closer  Look. . .

Use and Handl ing
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Liquid Handling

a ccu- je t®  pro
Items supplied: 

Each pipette controller is supplied with nickel-metal hydride battery, 2 battery compartment 
covers, wall support, AC adapter and 2 spare membrane filters 0.2 μm, sterile.

Color 
accu-jet® pro

dark blue
Cat. No.

magenta
Cat. No.

green
Cat. No.

royal blue
Cat. No.

with AC adapter for

Europe (continental) 230 V/50 Hz 263 00 263 01 263 02 263 03

UK/Ireland 230 V/50 Hz 263 10 263 11 263 12 263 13

USA 120 V/60 Hz 263 30 263 31 263 32 263 33

Australia 230 V/50 Hz 263 20 263 21 263 22 263 23

Japan 100 V/50 Hz 263 40 263 41 263 42 263 43

without AC adapter 263 04  – – –

accu-jet® pro

 Single-handed operation 
All with one hand: select the delivery 
mode (gravity-delivery/blow-out) and 
adjust the motor speed range with your 
thumb; use variable button pressure 
for finest control of filling and delivery 
speed.

 Advanced charging 
The intelligent battery charger prevents 
overcharging of the NiMH battery.  
It effectively reduces the lazy-battery- 
effect (shortened operating time due to 
premature recharging).  
A flashing LED indicates when the stor-
age battery needs charging. Charging 
time is 4 hours. After that, the charger 
automatically switches to a pulsed, long-
term charging mode. The pipette control-
ler is always ready for action, even while 
being charged.

 Tidy storage 
Keep your instrument within reach by 
placing it inverted on your lab bench. Or 
store it in the wall support, saving space.

 Four colors 
Select from four colors to individualize 
your pipette controller.

Description Cat. No.

Membrane filter  
0,2 μm, sterile

265 30

Pipette adapter 
with non-return valve

265 08

Nickel-metal hydride  
battery pack

266 30

Order ing  Data

(Other spare parts and accessories can be 
found in the operating manual.)

Spare  Par ts


