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ELECTRONIC BALANCE
WEIGHING SCALE

MOISTURE ANALYZER...
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The visual appearance of the product is blent into the simple concept, stylish and
generous.Specially makes the fine pouring cast- aluminium outer covering, so as

to enhance the balance of the anti-static anti-jamming capability. The panel with five
operational button, Sliding glass windscreen provide big space, insightful vision and
operate easily. We use high precision magnet sensor to keep the weighing more fast
and stable.

MODEL SC200 SCc210
Capacity (g) 220
Resolution (g) 0.0001
Min weighing (g) 0.0004
Stable Time <3S
Display LCD (white back light with black font) Touch Panel
Pan Size @80 mm
Operation temp 5-251C
Repeat ability +0.0002g
Liner +0.0003g
Draft shield size 240mmx190mmx265mm
Cal.weight Internal Calibration and 200g Standard Weight
Option RS232C & RS485, Printer
Packing Size Inside:415%285x430mm Outside:475%315%485mm
G.weight 10kg

ANALYTICAL BALANCE

MAGNET SENSOR
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The visual appearance of the product is blent into the simple concept, stylish and
generous.Specially makes the fine pouring cast- aluminium outer covering, so as

to enhance the balance of the anti-static anti-jamming capability. The panel with two

ffive operational button, Sliding glass windscreen provide big space, insightful vision

and operate easily.

MODEL SC50
Capacity (g) 500
Sensor Magnet
Resolution (g) 0.001
Min weighing (g) 0.004
Stable Time =38
Display LCD (white back light with black font)
Pan Size @80 mm
Operation temp 525
Repeat ability +0.002g
Liner +0.003g
Draft shield size 240mmx190mmx265mm
Cal.weight 200g
Option RS232C & RS485, Printer
Packing Size Inside:415x285x430mm Qutside:475%315x485mm
G.weight 10kg




Easy toread LCDdisplay, one touch tare up to full capacity, high resolution,

quick readable weighting,easy to operate, widely used in high precise industrial
applications, laboratory, university.

MODEL SC3 SC6
Capacity (g) 610 1100
Resolution (g) 0.01
Min weighing (g) 0.04
Stable Time =28
Pan Size @130 mm
Operation temp 5-251C
Repeat ability 0.02g
Liner 0.03g
Cal.weight 200g 500g
Option RS232C & RS485, Printer
Packing Size Inside:310x230x 130mm Outside:660x470x320mm
G.weight 2.0/22kg
« The calibration weight is optional parts when the capacity 22000g or resolution >0.01g.
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TOUCH SYSTEM OF MOISTURE ANALYZER

Max:110g d=0.001g
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CONVERSICN. BACK
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TEST REPORT

MOISTURE DETEMINATION (1)
Machin Type: - MA20
Heating Mode: STANDARD
Stop Mode:  AUTO STOP
Heating Temp: 130 °C
Blaspased Time: 03:25

MW 20569

DW: 1933
Molsture: 5.98%M

SUGAR \PAPER
5.50% | ©:00%

MA20
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Widely used in industrial, agriculture, laboratory applications. Some typical applic
-ations are: tobacco, paper, food, tea, corn, chemical , materials-raw, and textile

material etc.
MOBEL MA10 MA20 (Touch screen)
Capacity 110g/1mg 110g/1mg
Sensor LOADCELL
Pan Size ©90mm
Readability 1mg
Operati
Tt:rnp.Rr:ge ST
Heat Source HALOGEN LAMP
Temp Sensor PT-100
Temp Range 40C—199C
Temp Step 1
Moisture Range 0.00%—100.00%
Moisture Readability 0.01%
Dry Range 100.00%—0.00%
Dry Readability 0.01%
ATRO 100%....999%
ATRO 0%....999%
Number of Storage 15 20
Packing Size 490X360X350mm
G.Weight 7.5kg
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MOISTURE ANALYZER

Halogen light heating

Stainless steel chamber
Temperature and time can be set
The percentage of moisture content
The percentage of dry residual

LCD with backlight

Store historical setting
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MAS50/MAS5
Intelligent Moisture Analyzer

1.Halogen heating;
2.Pansize:@100mm;
3.7 inch touch screen;

4.Long distance operate;
5.Stainless steel chamber;

6.Easy cleaning after testing;
7.Temperature and time can be set;

8.The percentage of moisture content;
9.Max 230degree heating temperature;
10.Automatic open the heating chamber....
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MODEL MAS0 MASS
Range (g) 110g 110g
Readability(g) 0.001g
Operating Temp 5C-35T
Pan Size @100mm
Heat Source Halogen Lamp
Temp.Sensor PT 100
Temp. Range 40°C-230C
Temp.Step 1C
Moisture Range 0.00%-100.00%
Moisture Readability 0.01%
Dry Residual Range 100.00%-0.00%
Dry Residual Readability 0.01%
Temp Setting 40°C-230C By 1°C Step
Time Setting 1-99min by 10s
Number Of Storage 20
MNumber Of History 20
220V +£15% 50HZ/
" 110V£15%  60HZ o
Input: 220V 50HZ/110V 60HZ
Heinae Output:9v
; Input: 220V 50HZ/110V 60HZ
Machine
Output:24V  (Dual-drive)
Host Dimension 215X195X415mm
Indicator Dimension 200X75X135mm
Operation Height 275mm
The Chamber Height 35mm
Display 7 inch touch panel
Interface RS232/RJ45/USB...
Communication Mode Cable Wireless
Rechargeable Battery No 10,000mAh

Calibration

External Calibration

MOISTURE ANALYZER
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YOUR PARTNER for HEALTHCARE

Office

#708, Gieopdosi-ro 200, Jijeong-myeon,

Wonju-si Gangwon-do, Korea

Phone & Fax

Phone: +82-2-6927-0498 Fax: +82-2-6953-0599
Email: info@DaihanBiomedical.com

DAIHAN
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Office

Ferhatpasa Mahallesi 25, SOKAK ART Plaza No: 33 Atagehir | ISTANBUL
Email: info@daihan.com.tr

Phone & Fax

Phone: +90(216) 420 6242 (Pbx) Fax:+90(216) 420 6241

ART LABORTEKNIK LIMITED SIRKETI

Office
Ferhatpasa Mahallesi 25. SOKAK ART Plaza No: 33 Atasehir | iISTANBUL
Email: info@artlaborteknik.com

Phone & Fax
Phone ; +90 (216) 688 7670 (Pbx) Fax:+90(216) 688 7671

Office
Mustafa Kemal Mahallesi 2127.Sokak Menekse Apt. No:14/4
Cankaya | ANKARA

Phone & Fax
Phone : +90(312) 484 1070 (Pbx) Fax:+90(312) 484 1071

Bursa District Office




